
Maintenance

Prior to any adjustment, maintenance or ser-
vice work disconnect the mains power plug!

WARNING!

General maintenance measures
•

•

Wipe chips and dust off the machine from
time to time using a cloth. In order to
extend the service life of the tool, oil the
rotary parts once monthly. Do not oil the
motor.

•

•

When cleaning the plastic do not use
corrosive products.

Brush inspection
Check the carbon brushes after the first 50 

Brush replacement
Your mitre saws has externally accessible 
brush assemblies that should be periodically 
checked for wear.
Proceed as follows when replacement is 
required:
   Unplug your cut-off machine.

WARNING! Failure to unplug 
mitre saws could result in accidental 
starting causing possible serious 
personal injury.

operating hours with a new machine, or when 
new brushes have been fitted. After carrying 
out the first check, repeat the check every 10 
operating hours.
If the carbon is worn to a length of 6 mm, 
or if the spring or contact wire are burned 
or damaged, it is necessary to replace both 
brushes. If the brushes are found to be usable 
following removal, it is possible to reinstall 
them.

Service information
Please note that the following parts of this 
product are subject to normal or natural wear 
and that the following parts are therefore also 
required for use as consumables.
Wear parts*: Carbon brush, saw blade, table 
inserts, dust bags, batteries,
* Not necessarily included in the scope of
delivery!

Electrical connection

The electrical motor installed is connected and 

   Remove brush cap with a screwdriver. 
   Brush assembly is spring loaded and will 
   pop out when you remove brush cap.
   Remove the brush limit pin
   Remove brush assembly.
   Check for wear. Replace both brushes 
   when either has less than 5mm length of 
   carbon remaining. Do not replace one side 
   without replacing the other.
   Reassemble using new brush assemblies. 
   Make sure the limit slot on the brush is 
   aligned with the limit block on the brush 
   holder.
   Insert the limit pin after the brush 
   completely put in ,check wether the brush 
   can move freely in the brush holder when 
   the brush put in. 
   Make sure brush cap is oriented correctly 
   (straight) and replace.

ready for operation. The connection complies 
with the applicable VDE and DIN provisions.
The customer‘s mains connection as well as the 
extension cable used must also comply with 
these regulations.
• fo stnemeriuqer eht steem tcudorp ehT 

62841-3-9 and is subject to special

Maintenace and electrical connection
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•
•

•

•

•

•
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Damaged electrical connection cable
The insulation on electrical connection cables is 
often damaged.
This may have the following causes:
• Passage points, where connection cables are

passed through windows or doors.
• Kinks where the connection cable has been

improperly fastened or routed.
• Places where the connection cables have

been cut due to being driven over.
• Insulation damage due to being ripped out

of the wall outlet.
• Cracks due to the insulation ageing.
Such damaged electrical connection cables 
must not be used and are life-threatening due 
to the insulation damage.

Check the electrical connection cables 
for damage regularly. Make sure that the 
connection cable does not hang on the power 
network during the inspection.
Electrical connection cables must comply with 
the applicable VDE and UK provisions. Only use 
connection cables with the marking „H 07 RN“.
The printing of the type designation on the 
connection cable is mandatory.

AC motor
• The mains voltage must be 220-240 V~
• Extension cables up to 25 m long must have

a cross-section of 1.5 mm2.
Connections and repairs of electrical 
equipmentm may only be carried out by an 
electrician.
Please provide the following information in the 
event of any enquiries:
• Type of current for the motor
• Machine data - type plate
• Machine data - type plate

Transport
• Tighten the locking handle (11) in order 

to lock the turn table (14)
• Press the machine head (4) downwards 

and secure with the fastening bolt (23). 
The saw is now locked in its bottom
position.

• Fix the saw’s drag function with the locking
screw for drag guide (20) in rear position.

• Carry the equipment by the fixed saw table
(15).

• When reassembling the equipment proceed
as described under “Before starting the
equipment”

connection conditions. This means that
use of the product at any freely selectable
connection point is not allowed.

• rewop eht ni snoitidnoc elbarovafnu neviG 
supply the product can cause the voltage to
fluctuate temporarily.

• esu rof dednetni ylevisulcxe si tcudorp ehT 
at connection points that have a continuous
current-carrying capacity of at least 100 A
per phase.

• As the user, you are required to ensure,
in consultation with your electric power
company if necessary, that the connection
point at which you wish to operate the
product meets the specified requirements.
Kinks where the connection cable has been
improperly fastened or routed.

Important information
In the event of an overloading the motor will 
switch itself off. After a cool-down period (time 
varies) the motor can be switched back on 
again.



DISPOSAL AND RECYCLING
Disposing of transport packaging
The packaging protects the machine from 
damage during transport. The packaging 
material is usually chosen for factors of 
environmental friendliness and disposal. It can 
therefore be recycled. Returning the packaging 
to the material life cycle saves raw material and 
reduces waste.
Packaging parts (e.g. plastic sheets, Styropor®) 
can be dangerous for children. Risk of choking! 
Store packaging parts beyond the reach of 
children and dispose of them as soon as 
possible

Old devices must not be disposed of 
with household waste!

This symbol indicates that this product 
must not be disposed of together with 
domestic waste in compliance with the 
Directive (2012/19/EU) pertaining to 

waste electrical and electronic equipment 
(WEEE). This product must be disposed of at a 
designated collection point. This can occur, for 
example, by handing it in at an authorised 
collecting point for the recycling of waste 
electrical and electronic equipment. Improper 
handling of waste equipment may have 
negative consequences for the environment 
and human health due to potentially hazardous 
substances that are often contained in electrical 
and electronic equipment. By properly 
disposing of this product, you are also 
contributing to the effective use of natural 
resources. You can obtain information on 
collection points for waste equipment from 
your municipal administration, public waste 
disposal authority, an authorised body for the 
disposal of waste electrical and electronic 
equipment or your waste disposal company.

26 JCB-MS-210SB
Instruction & User Manual

Storage
Store the machine and its accessories in a 
dark, dry and frost-free place, inaccessible to 
children. The ideal storage temperature is 
between 5 and 30˚C. 
Store the power tool in its original packaging. 
Cover the power tool to protect it from dust 
and humidity.
Keep the operating manual with the power 
tool.



JCB Tools Warranty Terms and Conditions
JCB Power Tools are guaranteed against manufacturing defects for 
2 years from date of purchase by simply registering your product on-
line within 30 days. Proof of purchase required. This does not affect 
your statutory rights. 

To register your JCB Power Tool, please visit: jcb-tools.com

Online registration is required to receive a warranty certificate to activate your standard 2 
year warranty. Registration is only available online via www.jcb-tools.com. You will need your 
original sales receipt, the model number and the serial number (if applicable) of your product. 
Kits comprising of two or more tools are excluded from single registration and must registered 
individually for full warranty cover. 
Upon successful registration, a warranty certificate will be available to download, print or save as 
a PDF document. The relevant warranty certificate together with the original sales receipt will be 
required in the event of any claim within the warranty period.
Should you choose not to register your product within 30 days of purchase, your statutory 
consumer rights will not be affected. You will need the original sales receipt as proof of purchase in 
the event of a warranty claim.
Warranty cover commences from the date of purchase on the retail sales receipt and is valid only 
for JCB Tools products purchased within the UK bearing the CE mark and a visible serial number.
In the unlikely event your JCB Power Tool is subject to a manufacturing fault within the warranty 
period, JCB Tools may repair the product by replacing defective parts free of charge at our 
discretion. In the event parts are irreplaceable JCB Tools may replace your product free of 
charge. The original product will remain the property of JCB Tools in this situation. 
The above repair or replacement of products will be undertaken providing that:
• The product has been subject to fair wear and tear only.
• The product has not been subject to accidental or cosmetic damage.
•  The product has not been misused and has been used only in accordance with the

instruction manual provided.
• The product has not been subject to overload or insufficient servicing and maintenance.
•  The product has not been subject to any abnormal environmental conditions or

inappropriate operating conditions.
•  Repairs have not been attempted by an unauthorised person and no modifications have

been made to the product.
• Repairs have not been undertaken using non-genuine spare parts.
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JCB Power Tools used for Hire Fleets or as part of B2B and Service Contracts are not covered by 
these terms and conditions.

JCB Tools standard 2 Year warranty excludes the following (where relevant);
• Components normally subject to wear such as carbon brushes.
• Batteries, Chucks and Chargers.
• Accessories and consumable items.
• Cases and tool storage products.
If your product develops a fault within 30 days of purchase, return it to the retailer where it was 
purchased together with your sales receipt. If a product develops a fault after 30 days a warranty 
claim must be submitted.

If you have a warranty claim please take your product, original sales receipt and if applicable, a 
copy of your extended warranty certificate to your local JCB Tools dealer.

If you wish to send your product to us directly, please call us on 03308380257 to arrange 
warranty claim or repair. Delivery and repair charges may apply at our discretion should the 
warranty claim be invalid for any of the reasons illustrated above. In the event charges are not 
accepted the product will be retained by JCB Tools and remain the property of JCB Tools.

The information on both your sales receipt and your extended warranty certificate must match.

JCB TOOLS WILL NOT BE LIABLE FOR ANY INJURIES OR CONSEQUENTIAL DAMAGES 
RESULTING FROM USE OF THIS PRODUCT.
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We,
JCB Tools

Declare that the product:
Description: Sliding cross cut mitre saw

Type: JCB-MS-210SB
Function: Split cuts in wood only.

Complies with the following Directives;
EC Machinery Directive 2006/42/EC

EC Electromagnetic Compatibility Directive 2014/30/EU
RoHS Directive 2011/65/EU*

Standards conform to

 This declaration of conformity is issued under the sole responsibility of the 
manufacturer.

eht fo snoitaluger eht slifluf evoba debircsed noitaralced eht fo tcejbo ehT *
directive 2011/65/EU of the European Parliament and Council from 8th June
2011, on the restriction of the use of certain hazardous substances in electrical
and electronic equipment.

The person authorized to compile the technical file:
Date: 04/01/2019

Signature:

Name/ title: Mya Yee Lwin / Quality Assurance Manager
Address: JCB Tools, 55 Romsey Industrial Estate,Romsey, 

SO51 0HR,UK. (REG: 11062222)
Company Registration Number: 1062222

EC DECLARATION OF CONFORMITY
Original Declaration of Conformity

EN62841-1:2015+AC:15 
EN62841-3-9:2015  
EN55014-1:2017 
EN55014-2:2015  
EN61000-3-2:2014 
EN61000-3-3:2013




